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GENERAL NOTES LEONARD STREET
THE OVERALL SITE PROPERTY IS CURRENTLY ZONED MON-LDR. THE ADJACENT PROPERTIES ARE ZONED MON-LDR, MON-SD—-PRD, AND TN—MDR AS SHOWN. LEGEND
THE INDENDED USE OF THE SITE IS FOR 2-UNIT, 4—UNIT, AND 6—UNIT RESIDENTIAL HOMES. TOTAL RESIDENTIAL UNITS: 130 W PROPOSED SANITARY SEWER PART OF THE NE 1/4 OF SECTION 21, T/N, R11W, CITY OF GRAND RAPIDS
W ——————— EXISTING SANITARY SEWER - - -
2 )
STORMWATER WILL BE COLLECTED IN A SYSTEM OF CATCH BASINS, STORM SEWERS AND CULVERTS AND ROUTED TO PRETREATMENT AREAS BEFORE BEING RELEASED TO EXISTING PONDS. Ll b pa ———————— PROPOSED STORM SEWER
, =) T wl
| | ” g g, : ———— reoosc s s VIRIDIAN PLACE CONDOMINIUM
PROPOSED ROADS WILL BE BITUMINOUS PAVEMENT, 22" WIDE PAVEMENT FOR PRIVATE ROADS AND 29 WIDE PAVEMENT FOR PUBLIC ROADS. 24" CONCRETE CURBS WILL BE PROVIDED AT THE > C)
INTERSECTIONS AS SHOWN. < 0 T PROPOSED WATERMAN CONCEPT PL AN "C"
EXISTING WATERMAIN
5 WIDE CONCRETE WALKS WILL BE PROVIDED IN THE PUBLIC RIGHT OF WAY ON BOTH SIDES OF THE STREET, AS SHOWN. / 196 R PROPOSED HYDRANT P t t_ PI
B 2 EXISTING HYDRANT
STREET LIGHTING WILL BE PROVIDED PER CONSUMERS ENERGY COMPANY AND THE CITY OF GRAND RAPIDS STANDARD SPECIFICATIONS. > A . PROPOSED VALVE resen a Ion an
7 4
TREES WILL BE PROVIDED PER THE CANOPY ORDINACE OF THE CITY OF GRAND RAPIDS. / S : EXISTING VALVE
GENERAL SETBACK NOTES £ z o Face or core
'_
x
EXISTING FENCES ARE NOT SHOWN 2 < Sheet No.
THE SITE PROPERTY IS CURRENTLY ZONED MON - LDR. = = SLOPE CREATER THAN 1 on 5
THE PROPOSED PUD WILL CONFORM TO THE FOLLOWING: - > 1 of 1
< T 03-13-18 | CONCEPT
1. DISTANCE BETWEEN BUILDINGS SHALL BE A MINIMUM OF 15". @
N
2. DISTANCE BETWEEN BUILDINGS AND PAVEMENT SHALL BE A MINIMUM OF 25' . MICHIGAN STREET M E D E M A, VAN Ko OTE N & Asso c IATES
CONSULTING ENGINEERS & SURVEYORS SINCE 1955

3. DISTANCE BETWEEN THE PROPERTY LINE AND THE REAR OF A BUILDING (REAR YARD) SHALL BE A MINIMUM OF 25'.

y SCALE 1" =80 PHONE (616) 451-0639 252 STATE ST., S.E.
4. DISTANCE BETWEEEN THE PROPERTY LINE AND THE SIDE OF A BUILDING (SIDE YARD) SHALL BE A MINIMUM OF 15'. LOCATION MAP FAX (616) 451-9225 GRAND RAPIDS, MI 49503
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